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DECLARATION OF PERFORMANCE  
 

   

 

STOPVAP_07002 

 
1 / UNIQUE IDENTIFICATION CODE:    

Stopvap_07002 
 
 
2 / INTENDED USE:   

Plastic and rubber vapour control layers 
 
 
3 / MANUFACTURER: 

Saint-Gobain ISOVER SA 
12 place de l’Iris 
92400 Courbevoie 
France 
 
 
  

4 / AUTHORISED REPRESENTATIVE: 

Saint-Gobain ISOVER 
Unit 4, Kilcarbery Business Park, Nangor Rd,  
Dublin 22, D22 R2Y7,  
Ireland 
 
 

 
 
5 / SYSTEM OF ASSESSMENT AND VERIFICATION OF CONSTANCY OF PERFORMANCE (AVCP): 

System 3 
 
 
6A / EUROPEAN HARMONISED STANDARD:  

EN 13984:2013 
 

Notified bodies: 
 

1301 
Technicky A Skusobny Ustav Stavebny, n.o. 

Studenà 3 
821 04 Bratislava 
Slovakia 

 
 

6B / EUROPEAN TECHNICAL ASSESSMENT: 

Not applicable 
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7 / DECLARED PERFORMANCES ACCORDING TO EN 13984:2013 :   

  

    
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

NPD: No Performance Determined 

* A European test method is under development. The standard will be amended when this is available. 

 

8 / The performances of the product identified above are in conformity with the set of declared performances. This 

declaration of performance is issued, in accordance with Regulation (EU) No 305/2011, under the sole responsibility of the 
manufacturer identified above.  

 
 

 

 

 

 

 

Courbevoie, 09.03.2021 
Gilles Leva, Director Innovation & Offer

 

ESSENTIAL CHARACTERISTICS STANDARD PERFORMANCES 

Product name - Stopvap 

Product designation - Type A 

Water tightness EN 1928:2000 Passed 

Resistance to impact EN 12691 NPD 

Durability of water vapour resistance after 
artificial ageing 

EN 1931 Passed 

Durability against alkali 
EN 1847 (liquid 2) 

EN 12311-2 
NPD 

Resistance to tearing by nail shank – 
longitudinal  

EN 12310-1 ≥ 130 N 

Resistance to tearing by nail shank – 
transversal 

EN 12310-1 ≥ 160 N 

Joint strength EN 12317-2 NPD 

Water vapour transmission (Sd-value)   EN 1931 
25 m 

(-7m / +11m) 

Tensile strength – longitudinal  EN 12311-2 ≥ 180 N/50mm 

Tensile strength – transversal  EN 12311-2 ≥ 130 N/50mm 

Elongation – longitudinal  EN 12311-2 ≥ 40% 

Elongation – transversal  EN 12311-2 ≥ 40% 

Reaction to fire EN 13501-1 F 

Dangerous substances - NPD* 


